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COMMERCIAL 
REMOTE CONDENSER

CONDENSATORI
REMOTI COMMERCIALI

CONSTRUCTION CHARACTERISTICS
~ 8 mm O.D. seamless copper tube expanded into 

aluminium fins, with 2.1 and 3.2 mm fin space
~ casing in white pre-coated aluminium and 

galvanized steel or inox on request
~ 400V/3F/50Hz motorfans
~ on request:

•  protective treatment of coils

BR 500|630

CARATTERISTICHE COSTRUTTIVE
~ batteria realizzata con tubo di rame Ø 8 mm 

ed aletta di alluminio con passo aletta 2.1 e 
3.2 mm

~ involucro in alluminio pre verniciato e lamiera
zincata bianca o inox su richiesta
~ motoventilatori 400V/3F/50Hz
~ a richiesta possibilità di:

•  trattamenti protettivi della batteria



10Model
Modello

Nominal
Capacity
Potenza
nominale
∆T=15K
Tair 25° C

Air Flow
Portata
aria

Surface
Superficie

Inter-
nal 
Volu-
me
Volume
interno

N° x Ø Motorfan power 
consumption
Assorbimento 
motoventilatori
400V/3F/50-
60Hz

Noise level
Rumorosità
dB(A)

Wei-
ght
Peso

Connection
Connessioni

BR 500 kW m3/h m2 dm3 rpm Feed A Kw 10 m 5 m kg IN/OUT
Ø mm

rpm 1390

BR50 BRV511B21S400D 19.67 8477 30 3 1 x 500 1390 400 - 3 - 50/60 1.41 0,72 53 / 10 58 / 5 75 35/22   

BR50 BRV511C21S400D 26.05 8167 44 4 1 x 500 1390 400 - 3 - 50/60 1.41 0,72 53 / 10 58 / 5 81 35/22   

BR50 BRV511D21S400D 30.68 7876 59 6 1 x 500 1390 400 - 3 - 50/60 1.41 0,72 53 / 10 58 / 5 86 35/22   

BR50 BRV512B21S400D 39.39 16954 59 5 2 x 500 1390 400 - 3 - 50/60 2.82 1,44 56 / 10 61 / 5 125 35/22   

BR50 BRV512C21S400D 52.39 16335 89 8 2 x 500 1390 400 - 3 - 50/60 2.82 1,44 56 / 10 61 / 5 136 35/22   

BR50 BRV512D21S400D 61.65 15753 119 10 2 x 500 1390 400 - 3 - 50/60 2.82 1,44 56 / 10 61 / 5 147 35/22   

BR50 BRV513B21S400D 58.50 25431 89 7 3 x 500 1390 400 - 3 - 50/60 4.23 2,16 57 / 10 63 / 5 176 35/22   

BR50 BRV513C21S400D 76.76 24502 133 11 3 x 500 1390 400 - 3 - 50/60 4.23 2,16 57 / 10 63 / 5 191 42/28   

BR50 BRV513D21S400D 92.60 23629 178 15 3 x 500 1390 400 - 3 - 50/60 4.23 2,16 57 / 10 63 / 5 207 42/28   

BR50 BRV514B21S400D 79.57 33908 119 10 4 x 500 1390 400 - 3 - 50/60 5.64 2,88 58 / 10 64 / 5 225 42/28   

BR50 BRV514C21S400D 105.05 32669 178 15 4 x 500 1390 400 - 3 - 50/60 5.64 2,88 58 / 10 64 / 5 246 42/28   

BR50 BRV514D21S400D 123.46 31505 237 20 4 x 500 1390 400 - 3 - 50/60 5.64 2,88 58 / 10 64 / 5 267 54/35   

BR50 BRV521B21S400D 38.93 16923 58 6 2 x 500 1390 400 - 3 - 50/60 2.82 1,44 55 / 10 61 / 5 139 35/22   

BR50 BRV521C21S400D 51.66 16291 88 8 2 x 500 1390 400 - 3 - 50/60 2.82 1,44 55 / 10 61 / 5 151 35/22   

BR50 BRV521D21S400D 60.79 15698 117 11 2 x 500 1390 400 - 3 - 50/60 2.82 1,44 55 / 10 61 / 5 162 35/22   

BR50 BRV522B21S400D 77.07 33845 117 10 4 x 500 1390 400 - 3 - 50/60 5.64 2,88 58 / 10 64 / 5 227 42/28   

BR50 BRV522C21S400D 103.86 32581 175 15 4 x 500 1390 400 - 3 - 50/60 5.64 2,88 58 / 10 64 / 5 248 42/28   

BR50 BRV522D21S400D 122.23 31397 233 20 4 x 500 1390 400 - 3 - 50/60 5.64 2,88 58 / 10 64 / 5 270 54/35   

BR50 BRV523B21S400D 115.61 50768 175 15 6 x 500 1390 400 - 3 - 50/60 8.46 4,32 60 / 10 65 / 5 313 54/35   

BR50 BRV523C21S400D 151.97 48872 263 22 6 x 500 1390 400 - 3 - 50/60 8.46 4,32 60 / 10 65 / 5 347 54/35   

BR50 BRV523D21S400D 184.56 47095 350 30 6 x 500 1390 400 - 3 - 50/60 8.46 4,32 60 / 10 65 / 5 371 67/42   

BR50 BRV524B21S400D 157.27 67690 233 20 8 x 500 1390 400 - 3 - 50/60 11.28 5,76 61 / 10 66 / 5 394 54/35   

BR50 BRV524C21S400D 208.27 65162 350 29 8 x 500 1390 400 - 3 - 50/60 11.28 5,76 61 / 10 66 / 5 434 67/42   

BR50 BRV524D21S400D 244.63 62794 467 39 8 x 500 1390 400 - 3 - 50/60 11.28 5,76 61 / 10 66 / 5 476 67/42   

rpm 920

BR50 BRV511B21L400D 15.82 5602 30 3 1 x 500 920 400 - 3 - 50/60 0.63 0,26 46 / 10 51 / 5 75 35/22   

BR50 BRV511C21L400D 20.20 5355 44 4 1 x 500 920 400 - 3 - 50/60 0.63 0,26 46 / 10 51 / 5 81 35/22   

BR50 BRV511D21L400D 23.29 5131 59 6 1 x 500 920 400 - 3 - 50/60 0.63 0,26 46 / 10 51 / 5 86 35/22   

BR50 BRV512B21L400D 31.82 11204 59 5 2 x 500 920 400 - 3 - 50/60 1.26 0,52 49 / 10 54 / 5 125 35/22   

BR50 BRV512C21L400D 40.54 10710 89 8 2 x 500 920 400 - 3 - 50/60 1.26 0,52 49 / 10 54 / 5 136 35/22   

BR50 BRV512D21L400D 46.86 10262 119 10 2 x 500 920 400 - 3 - 50/60 1.26 0,52 49 / 10 54 / 5 147 35/22   

BR50 BRV513B21L400D 46.43 16806 89 7 3 x 500 920 400 - 3 - 50/60 1.89 0,78 50 / 10 56 / 5 176 35/22   

BR50 BRV513C21L400D 61.22 16065 133 11 3 x 500 920 400 - 3 - 50/60 1.89 0,78 50 / 10 56 / 5 191 35/22   

BR50 BRV513D21L400D 69.94 15394 178 15 3 x 500 920 400 - 3 - 50/60 1.89 0,78 50 / 10 56 / 5 207 42/28   

BR50 BRV514B21L400D 63.75 22407 119 10 4 x 500 920 400 - 3 - 50/60 2.52 1,04 51 / 10 57 / 5 225 35/22   

BR50 BRV514C21L400D 81.15 21420 178 15 4 x 500 920 400 - 3 - 50/60 2.52 1,04 51 / 10 57 / 5 246 42/28   

BR50 BRV514D21L400D 92.67 20525 237 20 4 x 500 920 400 - 3 - 50/60 2.52 1,04 51 / 10 57 / 5 267 42/28   

BR50 BRV521B21L400D 31.40 11180 58 6 2 x 500 920 400 - 3 - 50/60 1.26 0,52 48 / 10 54 / 5 139 35/22   

BR50 BRV521C21L400D 40.06 10678 88 8 2 x 500 920 400 - 3 - 50/60 1.26 0,52 48 / 10 54 / 5 151 35/22   

BR50 BRV521D21L400D 46.18 10223 117 11 2 x 500 920 400 - 3 - 50/60 1.26 0,52 48 / 10 54 / 5 162 35/22   

BR50 BRV522B21L400D 62.81 22359 117 10 4 x 500 920 400 - 3 - 50/60 2.52 1,04 51 / 10 57 / 5 227 35/22   

BR50 BRV522C21L400D 80.95 21355 175 15 4 x 500 920 400 - 3 - 50/60 2.52 1,04 51 / 10 57 / 5 248 42/28   

BR50 BRV522D21L400D 92.89 20446 233 20 4 x 500 920 400 - 3 - 50/60 2.52 1,04 51 / 10 57 / 5 270 42/28   

BR50 BRV523B21L400D 94.99 33539 175 15 6 x 500 920 400 - 3 - 50/60 3.78 1,56 53 / 10 58 / 5 313 42/28   

BR50 BRV523C21L400D 121.42 32033 263 22 6 x 500 920 400 - 3 - 50/60 3.78 1,56 53 / 10 58 / 5 347 54/35   

BR50 BRV523D21L400D 139.03 30668 350 30 6 x 500 920 400 - 3 - 50/60 3.78 1,56 53 / 10 58 / 5 371 54/35   

BR50 BRV524B21L400D 125.61 44719 233 20 8 x 500 920 400 - 3 - 50/60 5.04 2,08 54 / 10 59 / 5 394 54/35   

BR50 BRV524C21L400D 160.90 42711 350 29 8 x 500 920 400 - 3 - 50/60 5.04 2,08 54 / 10 59 / 5 434 54/35   

BR50 BRV524D21L400D 183.67 40891 467 39 8 x 500 920 400 - 3 - 50/60 5.04 2,08 54 / 10 59 / 5 476 67/42   



11 Model
Modello

Nominal
Capacity
Potenza
nominale
∆T=15K
Tair 25° C

Air Flow
Portata
aria

Surface
Superficie

Inter-
nal 
Volu-
me
Volume
interno

N° x Ø Motorfan power 
consumption
Assorbimento 
motoventilatori
400V/3F/50-
60Hz

Noise level
Rumorosità
dB(A)

Wei-
ght
Peso

Connection
Connessioni

BR 500 kW m3/h m2 dm3 rpm Feed A Kw 10 m 5 m kg IN/OUT
Ø mm

rpm 665

BR50 BRV511B21E400D 12.86 3925 30 3 1 x 500 665 400 - 3 - 50/60 0.31 0,13 40 / 10 45 / 5 75 35/22   

BR50 BRV511C21E400D 15.91 3730 44 4 1 x 500 665 400 - 3 - 50/60 0.31 0,13 40 / 10 45 / 5 81 35/22   

BR50 BRV511D21E400D 17.86 3551 59 6 1 x 500 665 400 - 3 - 50/60 0.31 0,13 40 / 10 45 / 5 86 35/22   

BR50 BRV512B21E400D 25.80 7851 59 5 2 x 500 665 400 - 3 - 50/60 0.62 0,26 43 / 10 48 / 5 125 35/22   

BR50 BRV512C21E400D 32.34 7460 89 8 2 x 500 665 400 - 3 - 50/60 0.62 0,26 43 / 10 48 / 5 136 35/22   

BR50 BRV512D21E400D 36.21 7103 119 10 2 x 500 665 400 - 3 - 50/60 0.62 0,26 43 / 10 48 / 5 147 35/22   

BR50 BRV513B21E400D 39.13 11776 89 7 3 x 500 665 400 - 3 - 50/60 0.93 0,39 44 / 10 50 / 5 176 35/22   

BR50 BRV513C21E400D 48.51 11190 133 11 3 x 500 665 400 - 3 - 50/60 0.93 0,39 44 / 10 50 / 5 191 35/22   

BR50 BRV513D21E400D 54.32 10654 178 15 3 x 500 665 400 - 3 - 50/60 0.93 0,39 44 / 10 50 / 5 207 35/22   

BR50 BRV514B21E400D 51.69 15701 119 10 4 x 500 665 400 - 3 - 50/60 1.24 0,52 45 / 10 51 / 5 225 35/22   

BR50 BRV514C21E400D 64.68 14920 178 15 4 x 500 665 400 - 3 - 50/60 1.24 0,52 45 / 10 51 / 5 246 35/22   

BR50 BRV514D21E400D 72.42 14205 237 20 4 x 500 665 400 - 3 - 50/60 1.24 0,52 45 / 10 51 / 5 267 42/28   

BR50 BRV521B21E400D 25.66 7832 58 6 2 x 500 665 400 - 3 - 50/60 0.62 0,26 42 / 10 48 / 5 139 35/22   

BR50 BRV521C21E400D 31.59 7437 88 8 2 x 500 665 400 - 3 - 50/60 0.62 0,26 42 / 10 48 / 5 151 35/22   

BR50 BRV521D21E400D 35.49 7073 117 11 2 x 500 665 400 - 3 - 50/60 0.62 0,26 42 / 10 48 / 5 162 35/22   

BR50 BRV522B21E400D 51.65 15664 117 10 4 x 500 665 400 - 3 - 50/60 1.24 0,52 45 / 10 51 / 5 227 35/22   

BR50 BRV522C21E400D 64.14 14875 175 15 4 x 500 665 400 - 3 - 50/60 1.24 0,52 45 / 10 51 / 5 248 35/22   

BR50 BRV522D21E400D 71.79 14145 233 20 4 x 500 665 400 - 3 - 50/60 1.24 0,52 45 / 10 51 / 5 270 42/28   

BR50 BRV523B21E400D 77.41 23496 175 15 6 x 500 665 400 - 3 - 50/60 1.86 0,78 47 / 10 52 / 5 313 42/28   

BR50 BRV523C21E400D 96.21 22312 263 22 6 x 500 665 400 - 3 - 50/60 1.86 0,78 47 / 10 52 / 5 347 42/28   

BR50 BRV523D21E400D 107.68 21218 350 30 6 x 500 665 400 - 3 - 50/60 1.86 0,78 47 / 10 52 / 5 371 42/28   

BR50 BRV524B21E400D 102.49 31328 233 20 8 x 500 665 400 - 3 - 50/60 2.48 1,04 48 / 10 53 / 5 394 42/28   

BR50 BRV524C21E400D 128.66 29750 350 29 8 x 500 665 400 - 3 - 50/60 2.48 1,04 48 / 10 53 / 5 434 54/35   

BR50 BRV524D21E400D 143.58 28291 467 39 8 x 500 665 400 - 3 - 50/60 2.48 1,04 48 / 10 53 / 5 476 54/35   
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Modello 
Model A (H) A (v)

BR511 800 770

BR512 1600 1570

BR513 2400 2370

BR514 3200

B

3170

1040

1840

2640

3440

Modello 
Model B
BR521 800 770

BR522 1600 1570

BR523 2400 2370

BR524 3200 3170

1040

1840

2640

3440

A (H) A (v)

836

10
84

55
0

764

1636

10
84

55
0

1565

B

A

B

A

B

86
5

A550

535

30

B

A550

535

30

16
6517
52

H

V

H

V

Ø14

Ø14

Ø14

Ø14

BR 500


